PUGMILL N SCOTT

= EQUIPMENT COMPANY

The answer for mixing hard-to-handle materials

Scott's unique design features twin counter-rotating shafts with four rows of
adjustable paddles on each shaft to vary retention time. Every other paddle
on the shaft rotates in the opposite direction of the product flow to increase
agitation and retention time in the mixer.

EASY MAINTENANCE ENGINEERED FOR PERFORMANCE
Designed for easy maintenance with full- Counter-rotating shafts with reversible
length or sectional covers over the agitators paddles maximize agitation and retention

time for superior mixing results.
@ WIDE CAPACITY RANGE
Capacities to handle anywhere from 1 ton to
250 tons of product per hour

BUILT TO LAST

@ Available in carbon steel, stainless steel, and

abrasion-resistant metals

HEAVY-DUTY MIXING ACTION
@ Provides heavy-duty mixing action for

materials such as sand, soil, cement,
hazardous waste, fly ash, sludge with lime,
and bag house dust

BUILT FOR ABRASIVE MATERIAL
UHMW liners and hard-faced paddles are

available for highly abrasive products

VERSATILE APPLICATIONS
Used for liquid additions

605 4th Avenue « New Prague, Minnesota, 56071 ¢ 800-264-9519 « www.scottequipment.com .
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OUR STANDARD SIZE PUGMILL MIXERS INCLUDE:
Pugmill Mixer Dimension Chart
MODEL DIA DM Dim DM DiA DimM DI DM Dim DM
NO. SIZE TON/HR A B c D E F G H | J
PM246 24 x72 2to 3 24 3 8 20 24 96 48 3 72 20
PM248 24 %96 5to0 10 24 8 8 20 24 96 48 8 96 20
PM2410 | 24x 120 10 tol8 24 3 8 20 24 96 48 8 120 20
PM368 36x96 18 to 20 36 10 10 34 36 96 48 10 96 20
PM3610 | 36x 120 20to 25 36 10 10 34 36 96 48 10 120 20
PM3612 | 36x144 | 25to 35 36 10 10 34 36 96 48 10 144 20
PM488 48 x 96 30to 40 48 12 12 44 48 120 50 12 96 24
PM4810 | 48x120 | 34to4ds 43 12 12 44 48 120 50 12 120 24
PM4812 | 48 x 144 45 to 50 43 12 12 A4 48 120 50 12 144 24
PM4813 | 48 x 156 50 to 60 438 12 12 A4 48 120 50 12 156 24
PMB010 | 60x 120 45 to 60 60 14 14 56 60 144 58 14 120 26
PME012 | 60x 144 60 to 65 60 14 14 56 60 144 58 14 144 26
PME013 [ 60x 156 | 65yo 70 60 14 14 56 60 144 58 14 156 26
PMGE014 | 60x 168 70 to 80 60 14 14 56 60 144 58 14 168 26
PM7212 | 72x 144 65to 80 72 16 16 68 72 156 64 16 144 32
PM7213 | 72x 156 80 to 90 72 16 16 68 72 156 64 16 156 32
PM7214 | 72x 168 | 90t0 120 72 16 16 68 72 156 64 16 168 32
PM7215 | 72x189 | 120to 200 72 16 16 68 72 156 64 16 180 32

NEED A CUSTOM SOLUTION?
We can customize your Pugmill to
fit your exact process and
performance requirements.

Contact us today to get started.
sales@scottequipment.com
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